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SYRACUSE   Certificate of Appropriateness Application 

LANDMARK   Case Number: ______________________   
PRESERVATION  
BOARD 
 

Submit by mail or by hand to: 
 
Syracuse Landmark Preservation Board 
City Hall Commons, Room 512 
201 E. Washington Street  
Syracuse, NY  13202 
 
Electronic submissions to:  SLPB@syrgov.net 
 

APPLICATION 
 

I. Applicant’s Name:            
 Address:              
              
 Phone: ___________________  email:       
 

II. Work is proposed for property at (address):         
              

 

This property is: 
��individual Protected Site 
��located within a Preservation District 
 

III. This application is for the following (check as many as appropriate; complete only the parts 
indicated with each work item):  

��Partial or complete demolition (Complete Part 1) 
��Alteration to texture or material composition of building exterior (Complete Part 2) 
��Alteration to texture or material composition of building interior (only if interior is 

designated a Protected Site; Complete Part 2) 
��Change in color (Complete Part 3) 
��Cleaning (Complete Part 3) 
��Addition to existing building (Complete Part 4) 
��New building construction (Complete Part 4) 
��Alteration to site including excavation, change in land contours, installation of pavement 

for parking lots, driveways, or sidewalks (Complete Part 5) 
��Deposit of refuse or waste material (Complete Part 5) 
��Change in signage or advertising (Complete Part 6) 

 

Applicant’s Signature: ____________________________ Date: ________________  
 

Owner’s Signature: ______________________________ Date: ________________ 
 
*Submission of this application or approval of a Certificate of Appropriateness does not relieve the 
applicant of his/her responsibilities in obtaining other permits and/or approvals as prescribed by law. 
The Syracuse Landmark Preservation Board uses the United States Secretary of the Interior’s Standards 
as guidelines for review of proposals. A copy of these standards is available at the SLPB office or online 
at https://www.nps.gov/tps/standards/rehabilitation/rehab/stand.htm. 

 

https://www.nps.gov/tps/standards/rehabilitation/rehab/stand.htm
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Alteration:  Part 2 

 
2-1 Please describe the nature of the work for which the Certificate of Appropriateness is being 

sought:              
             
             
             
             
             
              
 

 
2-2 Is the history of existing materials and building components known? 

��Yes 
��No 

 
2-3 Does the alteration attempt to return the building to a known former appearance? 

��Yes 
��No 
��Unknown 

 
2-4 Does the proposal call for the covering or removal of existing materials or finishes? (i.e. 

installation of new siding). 
��No 
��Yes (please explain what will be covered or removed).      
             
             
             
             
              

 
2-5 Materials to be removed or covered are: 

��Part of the original building 
��Part of a subsequent addition (please give date if known______________). 
��Not Known 

 
2-6 Can materials that are to be covered or removed be exposed or reattached in the future without 

damage? 
��Yes 
��No 

 
2-7 Please submit the following: photos of the existing building and site of proposed work; site 

plan and elevation drawings of proposed alteration; materials list; and manufacturer’s cut 
sheets or other descriptive materials that illustrate the proposed alteration. 

 

Kelly Fallon
Roof Rehabilitation. Many decades ago a previous owner installed imitation slate roof made of asbestos tiles.  Many have broke and fallen to the ground.  The rest are deteriorating. Water stains in interior roof of attic where water leaks through flat roof deck at top of house.

Kelly Fallon
Install Grand Manner CertainTeed "Gatehouse Slate" shingles on steep roof areas of house.  Install diamond back deck underlayment on remainder of roof deck.  Install high temp ice and water underlayment shield around entire roof edge. Install Gen Flex 060 EPDM Rubber roof totally adhered on all flat roof areas on house using 2-layers of 2-inch insulation with staggered seams.
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Kelly Fallon
Asbestos abatement will be performed removing the deteriorating and discolored imitation slate shingles that comprise the roof. Roof shingles will be replaced to preserve the architectural slate look, and that are consistent with other preserved Tudor homes in the district.
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Grand Manor, shown in Brownstone

Luxury  
Roofing Shingles

GRAND 
MANOR

®



NOTE: Due to limitations of printing reproduction, CertainTeed can not guarantee the identical 
match of the actual product color to the graphic representations throughout this publication.
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The Peak of 
Perfection

Some roofs say more. About you. About your 
style. About the home that uniquely showcases 
your life.

Grand Manor says it all with a style and grace 
that is exceptional from every angle. The 
luxurious multi-layered laminated shingle 
replicates the look of slate with the confidence 
backed by a lifetime warranty.

Your home becomes your castle with one of the
heaviest shingles we’ve ever made. CertainTeed
developed Grand Manor to endure all types of
weather and always look its best, even on the
steepest slopes.

STRIKING LOOKS  
Deep shadows and random tabs are the secrets 
behind the design genius in Grand Manor. The 
result is a shingle with the incredibly authentic 
depth and dimension of slate. 

LASTING BEAUTY   
Our exclusive Super Shangle® construction 
design results in a shingle that, once installed, 
offers virtually five layers of protection. Made of 
the industry’s most durable roofing materials, 
you’ll have a roof with unsurpassed defense 
against the elements.

STREAKFIGHTER® PROTECTION   

The ultimate in stain protection, CertainTeed’s 
StreakFighter technology uses the power of 
science to repel algae before it can take hold and 
spread. StreakFighter’s granular blend includes 
naturally algae-resistant copper to combat the 
ugly black streaking caused by algae and help 
your roof maintain its beauty for years to come.

With Grand Manor on your home, you’ll have 
the assurance of being protected by one of 
CertainTeed’s finest, most durable luxury 
shingles—and the confidence of knowing that 
whenever you look up at your roof, you’ll see 
something beautiful.

Grand Manor, shown in Gatehouse Slate
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Black Pearl Brownstone Georgian BrickColonial Slate Gatehouse Slate

GRAND MANOR® COLOR PALETTE



GRAND 
MANOR®

• Class A fire resistance

• Algae resistance 

• 110 MPH wind warranty, 
upgradable to 130 MPH 

• Lifetime-limited warranty

Strength

Style
with

SPECIFICATIONS

• Two full-size, fiberglass-based shingles  
with randomly applied tabs

•  Authentic depth and dimension of  
natural slate

•  Virtual five-layer coverage when applied

•  425 lbs. per square

CertainTeed products are tested to  
ensure the highest quality and comply  
with the following industry standards:

Fire Resistance:
•  UL Class A 

•  UL certified to meet ASTM D3018 Type 1

Wind Resistance:
•  UL certified to meet ASTM D3018 Type 1 

•  ASTM D3161 Class F

Tear Resistance:
•  UL certified to meet ASTM D3462 

•  CSA standard A123.5

Wind Driven Rain Resistance:
•  Miami-Dade Product Control Acceptance:  

Please reference www.certainteed.com 
to determine approved products by 
manufacturing location.

Quality Standards:
•  ICC-ES-ESR-1389 & ESR-3537 

WARRANTY

•  Lifetime limited transferable warranty 
against manufacturing defects on residential 
applications 

•  50-year limited transferable warranty against 
manufacturing defects on group-owned or 
commercial applications 

•                15-year algae-resistance warranty 

•  10-year SureStart™ protection 

•  15-year 110 MPH wind-resistance warranty

•  Wind warranty upgrade to 130 MPH available. 
CertainTeed starter and CertainTeed hip and 
ridge required. 

See actual warranty for specific details and limitations.
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Cool Star

Those streaks you see on other roofs in your 
neighborhood? That’s algae, and it’s a common 
eyesore on roofing throughout North America. 
CertainTeed’s StreakFighter technology uses the 
power of science to repel algae before it can take 
hold and spread. StreakFighter’s granular blend 
includes naturally algae-resistant copper, helping 
your roof maintain its curb appeal and look 
beautiful for years to come. 

Ceramic coating

Copper layer

Mineral core

Granule with  
StreakFighter 
Technology

Algae-Resistant 
Stain Technology 

The Ultimate in
Stain Protection
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With CertainTeed Flintlastic® SA, you can  
coordinate flat roof areas like carports, canopies 
and porches with your main roof. Flintlastic SA  
is a self-adhering low slope roofing product  
available in colors that complement some  
of the most popular CertainTeed shingles. 

Color Companion 
Products™ for  
Flat Roof Areas

For a stylish finishing touch to cap hips and 
ridges, use Shangle Ridge® accessory—
available in colors to match your Carriage 
House shingles.  

Add a Little
Accent to  
Your Roof



© 1/19 CertainTeed Corporation, Printed in the USA  Code No. 20-20-1647

CertainTeed Corporation
ROOFING • SIDING • TRIM • DECKING • RAILING • FENCE • GYPSUM • CEILINGS • INSULATION 

20 Moores Road Malvern, PA 19355    Professional: 800-233-8990    Consumer: 800-782-8777    certainteed.com

learn more at: certainteed.com/roofing
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Integrity Roof System™
A COMPLETE APPROACH TO LONG LASTING BEAUTY AND PERFORMANCE
  
With as much care as you take in selecting the right contractor, choosing the right  
roof system is equally as important. A CertainTeed Integrity Roof System combines  
key elements that help ensure you have a well-built roof for long-lasting performance.   
  
It all starts with CertainTeed’s broad line of shingles, featuring brilliant color blends, dramatic styles 
and shadow lines, and the strongest warranties in the industry. The right shingle can mean the difference  
between an average, everyday look or a beautiful roof that’s the talk of the neighborhood.
  
Shingles are just the beginning – to keep your new roof performing and looking great for years to come it 
takes a complete CertainTeed Integrity Roof System approach.   

 1. Waterproofing Underlayment   
  The first step in your defense against the 

elements. Self-adhering underlayment is 
installed at vulnerable areas of your roof to 
help prevent leaks from wind-driven rain and 
ice dams.

 2. Water-Resistant Underlayment  

  Provides a protective layer over the roof deck 
and acts as a secondary barrier against leaks.

3. Starter Shingles
  Starter Shingles are the first course of shingles 

that are installed and designed to work in 
tandem with the roof shingles above for  
optimal shingle sealing and performance.

 4. Shingles
   Choose from a variety of Good-Better-Best 

styles to complement any roof design and fit 
your budget.

 5. Hip & Ridge Caps
   Available in numerous profiles, these accessories 

are used on the roof’s hip and ridge lines for a 
distinctive finishing touch to your new roof. 

 6. Ventilation
   A roof that breathes is shown to perform better 

and last longer. Ridge Vents, in combination 
with Intake Vents, allow air to flow on the 
underside of your roof deck, keeping the attic 
cooler in the summer and drier in the winter.
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